








The Octave™ Chromatography System

SembaPro™ and SembaView™ Software 
�t��SembaPro application controls pneumatically-actuated valves and up to 8 pumps 

�t��Supplied with pre-programmed scripts 

�t��SembaView application controls output from up to two Octave™ 4X UV/VIS Detectors 

ChromWorks™ Simulation Software  
�t��Enables modeling of various continuous chromatography processes: 3- and 4-zone SMB, intermittent and  

sequential SMB, ternary separations and biochromatography 

�t��Process design supported by Triangle Theory

�t��Isotherm parameter estimation and operation simulation  

�t��One-year license provided with the Octave System  purchase

       Prep LC Re-imagined…
…With the Octave continuous chromatography system – 

  an open puri�cation platform 

o�ering higher productivity and purity 

    for a broad range of compounds 

 from small organic molecules   

  to large biomolecules 

�4�F�N�C�B���#�J�P�T�D�J�F�O�D�F�T����*�O�D������
505 South Rosa Road 
Madison, WI 53719 

Tel. +1 866 634 1114 
Fax +1 608 441 8329 
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Octave™ System Selection Guide and Ordering Information 
Con�guration Maximum Pump Speed Typical Column Size Output per Day

Octave 10 System 12 ml/min 1–10 ml 1–30 g

Octave 100 System 100 ml/min 10–100 ml Up to 300 g

Octave 300 System 300 ml/min 50–1,000 ml Up to 1 kg

Options are available for non-metallic flow path, PEEK or stainless steel pump heads, and compatibility with harsh solvents.  

Please inquire for custom configurations.

Octave 10, 100, or 300 Chromatography System  Cat. No.

�t�� Control Module: electronic control interface with valve status LED panel

�t�� 4 Octave 12, 100, or 300 Pumps:  
precision dual-piston pump with PEEK heads and LED display, User Manual and accessories

�t�� Octave Chromatography Module: includes valve block assemblies, pneumatic system, and accessories

�t�� USB Serial Adapter or Powered USB Hub 

�t�� Reservoir Tray

�t�� Octave Column Stand

�t�� SembaPro software application

�t�� Octave System User Manual

�t�� ChromWorks Simulation Software

H1001K 

H1002K 

H1009K

Octave 10-HS, 100-HS, or 300-HS Chromatography System Cat. No.

�t�� Includes all components above, except Chromatography Module contains valve block assemblies with PCTFE fluid channels 
and ports. User may also specify Octave 12-S, 100-S, or 300-S Pumps containing stainless steel pump heads in place of PEEK 
heads.

H1014K 

H1020K 

H1031K

Columns for the Octave System 
The Octave System is an "open platform" instrument permitting the use of a wide range of chromatography columns and 

media. The systems accommodate a variety of column sizes, from 1-ml disposable columns for protein and mAb purification 

to 50 mm I.D. x 500 mm L pack-to-order columns. Columns can be packed with a variety of chromatography media based 

on silica particles or any polymeric resin. Depending on the application, 15-600 micron particles are suitable for efficient 

performance on the Octave System. To learn more about the full range of column options and to order online :

�t��www.sembabio.com/products/smallmolecule.html

�t��www.sembabio.com/products/bioseparation.html
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